CONCEALED DOOR CLOSERS

CONCEALED DOOR CLOSERS

A series of concealed overhead door closers designed to be installed into the head of the door with a slide track
installed into the underside of the transom. These concealed closers are ideally suited to applications where
an exposed door closer is not desirable from aesthetic or functional grounds.

» Fire tested to EN 1634 up to 60
minutes and UL Listed

» Fixed and adjustable power
variants

» Adjustable closing speed and latch
action

LG.LA805.204.16.150

» Controlled closing from 120°

» Reversible for LH and RH
applications

» Hold-open track available (not
suitable for use on fire doors)

» Intumescent pack available for use
on fire doors

» Special finishes available on order

LG.LA807.204.14.150

Features & Functions Item no. LG.LA804.003.16.150 LG.LA805.204.16.150 LG.LA807 .204.04.150
Power size (see chart opposite) 3 2-4 2-4

Fixed power or adjustable fixed adjustable adjustable

Power adjustment by position or spring = spring spring

Angle of opening 120° 120° 120°

Adjustable closing speed

Adjustable latch action

Adjustable back check - optional self regulation
Adjustable delayed action - - -

Fire tested to EN 1634 on timber door- Size 3 1 hour 1 hour 1 hour
UL Listed . . CE marked
*Hold-open track

Reversible for LH and RH applications

Minimum door thickness 44mm 50mm 44mm

* to be disengaged for fire door applications

All dimensions are shown in mm
10 Year Guarantee

» Refer page No. 17 & 18 for Codes, Grades & Finishes
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CONCEALED DOOR CLOSERS

750mm
850mm
950mm
1100mm
1250mm
1400mm

Door width (mm)
Door weight (kg)

20kg
40kg
60kg
80kg
100kg
120kg

BS EN 1154 Power size

e ipglicafionssnd
Laidlaw LA807 - fixing details
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Depending on the structural conditions, the door opening angle with this method of fixing is limited to approx. 110° to 115° in order to
avoid damage to the door or door closer, users are recommended to use a cushioned backstay or a door stop.
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All dimensions are shown in mm
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